
Wireless Protocol
Protocol LumenRadio

Operational Frequency 2.4GHz (2402-2480MHz)

Range Up to 100m (environment dependent)

Power
DC-in 5-30V

Power Consumption 1W

Connectors
1x 2.1mm DC-In Power Socket

1x AA Battery Compartment (4x AA)

1x Antennae RP-TNC Male Connector

LED Indicators
1x 3-Digit Numeric Display Active DMX Address ID

1x “SYNC” LED Synchronisation Status

1x “POWER” LED ‘Power On’ Confirmation

Size (without Antennae)
Weight 765g

Dimensions 195mm x 190mm x 70mm (L x W x D)
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Portable Wireless DMX Control Desk
Cinelex DESK-TX8

PROFESSIONAL READY
Robust design, constructed with extruded aluminium – built to 

withstand tough rental & on-set environments.

BATTERY POWERED
Operate without cables for over 24 hours using 4x AA batteries.

INTUITIVE OPERATION
Activate up-to 512 DMX channels, controlled through Pages. A 

DMX universe in the palm of your hands.

SEAMLESS SYNCHRONISATION
Synchronise DESK-TX8 with TRX, SKYNODE or any light fixture 

with an integral LumenRadio receiver.

TRULY WIRELESS
Roam sets freely with 8 tactile faders at your fingertips.


